




UX Specialty Key Features
Hitachi’s UX Series continuous inkjet printers represent the pinnacle of 
innovation in marking and coding technology, all while showcasing Hitachi’s 
reputation for Reliability, Efficiency, and Ease of Use.

IP–65
The UX Dynamic model printer is IP-65 rated, 
meaning it can be integrated into a variety of  
production environments without worry or 
modification to current production processes such 
as wash-down procedures. Hitachi UX Series  
printers can operate in High and Low temperature  
environments as well as dusty environments, 
allowing them to be placed close to the action. 
UX Basic machines are IP-55 standard.

Worry Free Integration

High–Temperature
up to 50℃ (122℉)

Low–Temperature
down to 0℃ (32℉)

Dusty Environment

Wash–Down

30% reduction compared
to former modelsA
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Reduced Makeup Consumption and 
Running Cost
Featuring Pulse Recovery Technology
Hitachi’s ink recovery technique and motor 
speed control, that is based on environmental 
conditions, suppresses makeup evaporation, 
thus achieving industry levels of low makeup 
consumption.
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Traditional Fluid Recovery Systems
Ink passes through a channel of air increasing the 
evaporation rate and, consequently, fluid makeup 
consumption.

Hitachi’s Pulse Recovery System
Ink is recovered using a pulsating system, which reduces 
the evaporation rate and makeup consumption, thus 
increasing your bottom line.

* As compared to Hitachi's current models with 1067K ink at 20°C. 
About 30% reduction for UX-B and UX-D.





Easy USB Message Transfer
Messages can be easily backed up onto a 
USB flash drive for convenient transferring 
to other printers.

Informative Icons
Icons on screen provide simple, visual 
feedback to an operator. Ink and Makeup 
level gauges show the current fluid level 
and indicate when it’s time to replace each 
cartridge. This allows for more efficient 
ink usage, reduces waste, and further 
contributes to cost reduction.

Intuitive User Interface
A 10.4-inch TFT LCD touch-panel screen 
provides a wide, easy-to-see viewing angle 
and intuitive operation. In addition, when 
changing print messages, a preview function 
allows the operator to verify on screen what 
message will be changed to help avoid 
erroneous printing.

Troubleshooting Guide
The UX Series features an integrated, easy to  
access troubleshooting guide, helping operators 
easily find answers to common issues and 
reducing downtime due to simple problems.

Intuitive Print Control



40µm (Small Characters)

Print Samples (Approx. Full Scale)

Application Photos





55µm (High Speed)

Print Samples (Approx. Full Scale)
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100µm (Large Characters)

Print Samples (Approx. Full Scale)
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