
MODEL SERIES 130i.S 130i.XL 130c.S 130c.XL
PRINTER MODE Intermittent Continuous

MAX PRINT AREA 32 mm x 76 mm 32 mm x 125 mm / 250 mm / 500 mm   (3 Options Available)

WIDTH X LENGTH 1.3” x 3” 1.3” x 5” / 9.84” / 19.68”

PRINT RESOLUTION 300 dpi 300 dpi

MAX PRINT SPEED 500 mm/s  (19.7 in/s) 1,000 mm/s (39.4 in/s) 800 mm/s  (31.5 in/s)

PRINT GAP 0.5 mm  (0.02”) 0.5 mm  (0.02”)

STANDARD RIBBON WIDTH 35 mm  (1.4”) 35 mm  (1.4”)

MAX RIBBON LENGTH 680 m  (2,230’) 1,000 m  (3,280’) 680 m  (2,230’) 1,000 m  (3,280’)

RIBBON SAVER FEATURES Yes Yes

RIBBON LOADING Integrated Cassette Integrated Cassette

STANDARD Color Touchscreen Color Touchscreen

SOFTWARE ProCode™ Professional ProCode™ Professional 

BARCODES All All

STANDARD USB, Ethernet, RS232 USB, Ethernet, RS232

PRINTER DIMENSIONS 180 mm x 220 mm x 222 mm 180 mm x 265 mm x 237 mm 180 mm x 220 mm x 222 mm 180 mm x 265 mm x 237 mm

HEIGHT X WIDTH X DEPTH 7.09” x 8.66” x 8.74” 7.09” x 10.43” x 9.45” 7.09” x 8.66” x 8.74” 7.09” x 10.43” x 9.45”

PRINTER WEIGHT 9.4 kg  (20.7 lbs) 8.9 kg  (19.6 lbs) 9.4 kg  (20.7 lbs)

POWER SUPPLY 100 - 240 VAC,  50 - 60 Hz 100 - 240 VAC,  50 - 60 Hz

AIR SUPPLY 4 bar / 58 psi (max) 4 bar / 58 psi (max)

OPERATING
TEMPERATURE 1° - 55° C  (34° - 131° F) 1° - 55° C  (34° - 131° F)

130 SERIES
32mm (1.3”) wide, 300dpi Printhead
Continuous & Intermittent Motion
Perfect for “small footprint” expiration dates and lot codes
Economical digital upgrade from hot stamp printers and roller coders
Recommended for both packaging machines and labelers

32mm TTO CODERS
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