
MODEL SERIES 500i.S 500c.S
PRINTER MODE Intermittent Continuous

MAX PRINT AREA 128 mm x 125 mm 128 mm x 200 mm

WIDTH X LENGTH 5.1” x 5” 5.1” x 8”

PRINT RESOLUTION 300 dpi

MAX PRINT SPEED 300 mm/s  (11.8 in/s) 400 mm/s  (15.8 in/s)

PRINT GAP 0.5 mm  (0.02”)

STANDARD RIBBON WIDTH 130 mm  (5.1”)

MAX RIBBON LENGTH 680 m  (2,230’)

RIBBON SAVER FEATURES Yes

RIBBON LOADING Integrated Cassette

STANDARD Color Touchscreen

SOFTWARE ProCode™ Professional

BARCODES All

STANDARD USB, Ethernet, RS232

PRINTER DIMENSIONS 180 mm x 220 mm x 323 mm

HEIGHT X WIDTH X DEPTH 7.09” x 8.66” x 12.71”

PRINTER WEIGHT 13.2 kg (29.1 lbs) 12.7 kg (28 lbs)

POWER SUPPLY 100 - 240 VAC,  50 - 60 Hz

AIR SUPPLY 4 bar / 58 psi (max)

OPERATING
TEMPERATURE 1° - 55° C  (34° - 131° F)

500 SERIES
128mm TTO CODERS

128mm (5” wide), 300dpi Printhead
Continuous & Intermittent Motion
Largest Available TTO Print Area (5” x 8”)
Fit logos, barcodes, date codes, ingredients, nutrition statements
and more in one template

THE FINEST
REGIONAL
REPRESENTATION

More than 200 professional marking 
and coding sales engineers and tech-
nicians across the country make sure 
your experience with FlexPackPRO®

brand TTO equipment is nothing 
short of exceptional. 

We’ve got you covered.

P R E M I U M  O N - D E M A N D  M A R K I N G  &  C O D I N G


