
NEXT GENERATION
TIJ 4.0





Single Side
88mm 

Four CLARAjet Print Heads
installed on a Case Taper 

High Speed 
High Performance 
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Rugged Industrial Enclosure
Integrated controller with 11.6”
industrial color touchscreen.

3.0m or 0.7m Umbilical
Easy installation and
flexible configuration. 

22mm Print Head 
Print Heads can be locked
together for seamless tall
images up to 88mm, or
individually placed for coding
on two sides of a box. 

775ml Bulk Ink Supply
A large bulk ink capacity 
reduces ink cost and minimizes
disruptions to production. Ink
refill only take seconds.  
 

Both Sides 
2 x 22mm 

Single Side
22mm 

Small Footprint with Flexible
Configurations

Printer and Message Management
Control Software
With Pak-Tec enterprise-level
software, you can effortlessly create
and manage print templates while
monitoring production in real time,
ensuring efficient and accurate
printing operations. Both Sides 

2 x 44mm 
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Horizontal
Resolution

(DPI) 

Print Width 

Maximum Resolution 

Drop Size 

Jetting Frequency

Throw Distance 

Max Speed 

ft/min

300

600 

1200

2400 

m/min 

92 

183 

366

732 

22mm—88mm 

1,200 dpi 

6 pl 

72 kHz 

Up to 7mm * 

Characteristics CLARAjet 

Ink Usage Estimates 
The following examples give an estimate of the number of prints you can expect before
replacement of the bulk ink cartridge. For more information and cost calculations, contact
your Pak-Tec sales engineer. 

22mm tall
160,500 prints 

44mm tall
77,900 prints 

88mm tall
42,800 prints 

* Print Speed Dependent 
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Printable Items 

Barcode

Print Density
 

Umbilic
Length

Ink Types 

Bulk Solution 

Electrical 
Interface

Voltage 

Software 

Connectivity 

Languages 

Data File 

Lot Codes, Datecodes, Alphanumeric, 
Barcodes, Bitmaps, PDF 

EAN-13/EAN 8, UPC-A, ITF-14, Code39
Code128, ITF-2of5,  GS1 Datamatrix, 
Cryptocode, QR (114 barcode support included)

0.7m and 3m 

Aqueous (Black and Spot Colors) 

775ml Bulk Supply 

Ethernet, I/O, Sensor, Encoder, Stack Light 

115V to 240V 

Included 

SQL, Remote Host, ERP 

CSV, TXT, MDB, XLS, XLSX, ACCDB 

English, Spanish, German, French, Korean, 
Chinese, Portuguese 

User Configurable (12.5% - 100%) 

 Case and Tray Coding
Made Easy 

LOWEST


